WBTK RICHMOND, VA BML-20010712AGH
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Facility ID: 57831 20 1600 1o g
Application |D: 575244 X - Theoretical pattern RMS:  735.47
CDBS Antenna System ID: 73766 2160 180 5o P - oo
Standard pattern RMS:  772.60
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Azimuth  Etheo Estd Faug o T PF—h Azimuth  Etpeo Estd Faug
0 530. 75 557. 78 W 180 910. 22 956. 02
5 528. 06 554, 96 - - 185 895. 21 940. 27
10 528. 55 555. 47 The theoretical patternis used to create the 190 877. 54 921.72
15 533. 01 560. 15 i i 195 857. 15 900. 31
20  541.98 569, 56 standard pattern. Augmentations (if any) expand 200 834,07 876. 09
25 555. 71 583. 97 the standard pattern in specified directions. See 205 808. 48 849. 22
30 574. 09 603. 25 Sections 73.150 and 73.152 of the FCC’s Rules. 210 780. 67 820. 04
35 596. 68 626. 96 215 751.11 789. 01
40 622.78 654. 34 . 220 720. 40 756. 79
45 651. 50 684. 48 AM coverage may not mirror the pattern shown 225 689. 30 724. 15
gg 9?%- 8471 ;‘112- gg here. Additional factors such as ground %gg ggg. % gg% 8513
60  743.82 781, 36 conductivity or skywave propagation affect how 240  602.66 633 23
65 773.71 812. 74 far the AM signal will travel. 245 579. 15 608. 56
70 801. 99 842. 42 250 559. 71 588. 16
58 3%%; };2 382; % Patterns for stations outside the USA are based on %28 Eg‘ﬁ; ?ﬁ gg%: 32
85 872. 90 916. 84 notified parameters. 265 529. 23 556. 19
A A i gin il
100 919. 93 966. 21 AM directional patterns created before 1982 used 280 534. 39 561. 61
105 930. 64 977. 45 units of 1 mV/m at 1 mile, not one kilometer. The 285 540. 55 568. 06
113 04388 99345 pattern values on such plotsat 1 mile will be 595  sad> 26361
120 950. 89 998. 71 0.62137 of the values listed here. Measured 300 560. 74 589. 25
125 954, 47 1002. 47 f here. 305 565. 96 594,72
130 956,79  1004. 90 pattern values may vary from values shown here 310 56971 598’ 66
135 957. 97 1006. 15 . . 315 571.76 600. 81
140 958. 10 1006. 28 Plot is best printed on 11" by 17" or larger paper. 320 571.99 601. 04
145 957. 17 1005. 31 325 570. 37 599. 35
150 955. 14 1003. 17 330 567.01 595. 82
155 951. 87 999. 74 335 562.11 590. 68
160 947. 22 994. 86 31 Aug 2008 340 556. 01 584. 28
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